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1.
All parking lines shall be
4" w

hite therm
oplastic

(typical) in accordance
w

ith N
CDO

T 2018 RSD
standard detail 1205.01

2.
All lane line shall be 4"
w

hite therm
oplastic

(typical) in accordance
w

ith N
CDO

T 2018 RSD
standard detail 1205.01

3.
All center lines shall be
4" yellow

 therm
oplastic

(typical) in accordance
w

ith N
CDO

T 2018 RSD
standard detail 1205.01

4.
All bike lane
lines/sym

bools shall be
4" w

hite
therm

oplastic(typical) in
accordance w

ith N
CDO

T
2018 RSD standard
detail 1205.01 &
1205.08

5.
All gore areas shall be
4" yellow

/w
hite

therm
oplastic (typical) in

accordance w
ith N

CDO
T

2018 RSD standard
detail 1205.09

6.
All crossw

alks shall be
painted in accordance
w

ith N
CDO

T 2018 RSD
standard detail 1205.07

7.
All traffic sym

bols shall
be painted in accordance
w

ith N
CDO

T 2018 RSD
standard details 1205.02
&

 1205.08

City of Salisbury Engineering

All pavem
ent m

arkings show
n are

illustrative and shall be installed
per N

CD
O

T standards and spaced
accordingly.

All crossw
alk m

arkings to be
replaced in existing locations.


